Test Number: NPP_PGE383 QF1 check

Date Initiated: 01/22/15
Date Revised:

Discipline: All

Test Title: Aerosols QF1 initialization check

Test Objective: This test will run using an updated Mx8.5 version of Aerosols that corrects the
initialization of the QF1 from 3 to 63 to be in line with the initialization value used by IDPS. The test
will allow LDOPE to review the products to determine if the change is desired in forward processing.
Test Time Interval: Day 2015010

Machine/Archive Set: Operators choice for test archive

Related Test(s):

Baseline DataSet: AS3000 on ops4 for above data period

Part 1: Baseline Run

Input DataSet to be synched from ops4/laads AS3001 to BASELINE test archive:
NAAPS TODIP 1.2
NCEP_AIRTIP_L2
NCEP_COZIP_ L2
NCEP_PRESIP L2
NCEP_PRWIP L2
NCEP_WDIRIP L2
NCEP_WSPDIP 1.2
NPP_CMIP_L2
NPP_IMFT L1
NPP_SRFLIIP L2
NPP_SRFLMIP_ L2
NPP_VAMIIP L2
NPP_VAOTHIP_ L2
NPP_VAOTIP_L2

NPP_VIAE L1

NPP_VMAE L1

NPP_VRVI L2

NPP_VSUM 1.2

Recipe Version PGE Version Type PGE Name

L3Cmc 2.4.12 383 P2.4.3 OPS VIIRS L2 Aerosols
311 P2.4.1 OPS VIIRS L2 LSR
356 P2.4.1 OPS VIIRS L2 VI

390 Cc2.4.0 SCI VIIRS Aeronet Subsetter



394L3Cmc  C2.4.0 SCI VIIRS L1/L2 Subsetter

Part 2: APU Run
Once the NPP_L3Cmc run has completed, execute the APU on the PGE383 outputs of:

NPP_VAMIIP L2
NPP_VAOTIP L2

APU results should be sent to LDOPE as is usually done.

Test output products to be sent to LAADS:
NPP_SRFLMIP L2C
NPP_SRFLIIP L2
NPP_SRFLIIP L2C
NPP_SRFLMIP L2
NPP_VAOTIP L2C
NPP_VGAERO L2
NPP VSUM L2C
NPP_VAOTIP L2
NPP_VSUM L2
NPP_VAOT L2
NPP_VAMIIP L2C
NPP_VAMIIP L2
NPP_VAOTHIP_L2
NPP_VRVI_L2C
NPP_VRVI_L2

Data Set Volume: Approximately
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